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DITCH      Key Features

Specifications

AMW Preloaded Software

Logic Instrument K101 Tablet

- 220 channel Trimble GNSS RTK engine
- GPS, SBAS, GLONASS, BDS, GALILEO dual frequency
- Dual hot swappable batteries for up to 12 hrs operation
- Bluetooth, WiFi, Cellular & UHF coms equipped
- LCD Screen
- CE/FCC certified
- Horizontal Accuracy: 8mm + 1ppm RMS
- Elevation Accuracy: 15mm + 1ppm RMS

Operating System Compatibility

- Android 5.1 or higher

- DITCH

- 10.1" Touch Screen
- Android 5.1
- 1.92 Ghz Processor
- 5 Mega pixel camera
- IP65/MIL-STD-810G Environmental
- 10000 mAh Li-ion battery

CHCNAV i70 Surveyor RTK Base

Included Accessories with DITCH

- i70 Hard Carrying Case with accessories, UHF antenna, 
  2 x lithium ion batteries
- Vehicle magnetic mount for i70
- Tablet power adapter, pouch, stylus and USB cable

- DITCH Quick Start Guide
- RAM Mount Kit
- All interconnect cables

CHCNAV P3DT RTK Rover

- 220 channel Trimble GNSS RTK engine
- L-Band, GPS, SBAS, GLONASS, BDS, GALILEO dual 
  frequency
- Heading accuracy 0.08 degree with 2m antenna spacing
- Horizontal Accuracy: 8mm + 1ppm RMS
- Elevation Accuracy: 15mm + 1ppm RMS
- CE/FCC certified
- RJ-45, Bluetooth, Cellular & UHF coms equipped
- CHCNAV A220GR Geodetic antenna

Options:

- Inclinometer,  Valves

DANFOSS Plus+1 CANBUS Controller

- Auto detects vehicle type.  Used to send commands 
  to hydraulic systems

Sof t ware Dit ch Placement

Creates Topo, or import Topo, Design, & Google maps Automatic control of the machine

Compatible with all GPS brands, calibrated with CHC i70 Creates Ditch plan from SVY using auto depth parameters

Interfaces with Tractor /  Dozer Remote Valves and CANBUS Displays grade and direction of ditch (point to slope)

Works with all scraper and ditcher configurations Guidance

Shows plan and profi le views Uses background drawing layer for map and line work

Minimum slope adjustment of the ditch Uses .bmp for background image

Util izes Vertical Curve Technology - VCT Dat a Collect ion

Ditch Cut Fil l management with display of +/ - grade of ditch Creates as-built maps (.shp & .dxf)


